
Biometric Access Control

Kimaldi KBio

Features:

• Access control biometric solution using biometric reader FIM01HD

• It identifies the fingerprint and its made in a automatic way

• It is a semi-standalone working mode, so you can operate with or without

connection to PC when the users are identified.. If it is connected, all the

information is send to the host in real time, if it’s not, you can save the information

and reclaim it later when the equipment is connected.

• Different host communications: RS232, TCP/IP and CAN.

• Electronic board with incredible features to build up a network of readers, using the

biometric identification with fingerprint readers.

• Compatibility with FingerKey Hamster, so you can have a desktop system where

your users need to be registered.

Operation: 

Its operation is semistandalone mode, so it is a on-line system, but at the same time, it is

standalone and there is no need to be connected to the host.

OEM manufacture:

It’s possible to supply the electronic board alone. The integrator can mount in his own

case, or in a turnstyle or any other place where need to be installed. For quantities we

can supply custom front printing keypad.

Typical applications:Access control to sport club buildings, gymnasiums, football

fields, olympic stadiums, parckings, fun ressorts, hotels, universities, campings…;

production control; industrial applications, industrial weight systems; etc.



Technical Specifications:

Power:                              12 VDC

Host communications:      RS232, TCP/IP, CAN

Inputs:                               3 digital inputs on-line, 2 switches on-line

Outputs:                             1 output relay, 3 leds, 1 beeper

Dimensions:                      95 mm x 100 mm

KBio electronic board + biometric reader Nitgen FIM01HD
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