
Kimaldi NdcanH Communications Board - HOTEL APPLICATIONS

CAN bus communications board with great features. It's possible to connect 2 readers in each
board: proximity, contactless, magnetic or biometric readers. The board includes: 4 relays, 4 digital
inputs and 4 outputs.  It works on-line and off-line. The system has a converter connected to a PC
COM port that drives the bus allowing the connection of 250 Ndcan H boards. Using simple
ASCII commands or Windows OCX driver, the programmer can control the whole network. Main
application for this board:

HOTEL ROOM MANAGEMENT
Access Control and Resources Management 

In each room there is a Ndcan H connected to
the bus. In the no volatil memory of the board
there are stored the authorized cards: clients,
hotel staff. 
In off-line mode the board manage  the access
control to the room, the power supply, the air
conditionating, alarms, windows sensors, etc. 
In on-line mode the NdcanH sends the events to
the Host, it's configured, we can change
authorized cards, etc.
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Multiple advantages
• Top liability and toughness. Access control and room resources management in stand-alone

mode. In case of power off the board keeps the configuration and the authorized cards.
• Power and security . On-line control of the status of all the hotel rooms from one point:

boards configuration, management of authorized cards, events list,... you know the last
people who enters in a room: robery control, staff control ,etc.

• Saving. This system reduces staff, power consume, increases security and improve the whole
management of a hotel.

Technical Specifications
Power: 12 vdc
Communications: CAN BUS
Adress: 8 bits switch
Inputs:      - RS-232 9600, n, 8, 1 (reader 1)
 - TTL clock/data (reader 2)

- 4 digital inputs
Outputs: - 4 conmuted realys

- 3 output led
- 1 buzzer output.

Power output: 5 vdc / 90 mA
Dimensions:  119x120x20 mm (LxWxH)
Weight:  116 gr.
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