
Kimaldi XICAN Terminal

IC memory cards reader / writer terminal. BUS connection: you can make a net of Xican
terminals ended with the converter KMD 905. This converter is connected to a PC COM port.
The net is comanded with a Windows OCX / VCL control. This control allows to drive the
display, keyboard, IC card reader/ writer, relays, etc. Thanks to this driver OCX, the programer
can define the application and how the Xican terminals must behave. Most demanding
applications: production control, customer's loyalty program, smart payment systems, time and
attendance and access applications, bonus systems, etc.

It includes:
• IC memory card reader / writer  

• Keyboard 16 keys
• Display 2 x 20
• 2 relays 

• Buzzer
• BUS CAN communications
• Serial input/output 
• 8 digital inputs

Optionally Xican Prox: Xican that includes proximity reader.

Specifications

Card: Memory IC card of 256 bytes ( Siemens SLE 4442 ).
Communications: BUS CAN 
Keyboard: Membrane, 16 keys (0-9, CLR, Enter, F1, Pause, In, Out)
Display: 2 x 20 characters 
Power: 10-30 VDC
Relays: 2 of 24 V DC/AC 1 A
Buzzer: Resonant frequency 3 kHz
Dimensions: 157 x 178 x 61 mm (L x W x H)
Weight: 700 gr.  
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